
RC/4 UNITS 3-PHASE FILTERCON
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Circuit DiagramDimensions in mm

Applications

Constrution

Test voltage

Climatic category

RC/4 units are designed for use in DC and AC applications
for transient suppresion, contact protection, for protection
of tyristors and triacs (dU/dt) and radio-interference suppresion.

RC/4 units contens 3-phase combination of metallizet film capacitors
and resistors in plastic box with metalic clips for the monting.
The capacitors are in noninductive construction, with self-healing
ability.
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Terminal-terminal: L1, L2, L3 2100 VDC for 2 sec.
all terminals to case (clip): 2300 VDC for 2 sec.

IEC 60068-1
25/085/21

e-mail: filtercon@filtercon.com.pl,  http://www.filtercon.eu
tel.+4848 3609149, +48 602 309211, fax +4848 3609149

FILTERCON
26-600 Radom, ul. Paryska 21

Noise filter FP7d/3f
3x400Vac 50/60Hz, 25/085/21

2000Vdc-2sec. terminal to terminal
2000Vac-1min. all terminals to case (clip)
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Noise filter FP84a/3f/4
3x400V 50/60Hz, 25/085/21

2000VDC 2sec. (terminal to terminal)
2000VAC 1min. (all terminals to case)
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